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MWA1800 – Heavy Duty 
Commercial Microwave Oven
Big on performance, the Anvil MWA1800 
provides caterers with a robust Heavy Duty 
and High Power microwaving solution to fill 
almost all requirements. High Power 1800watt 
output ensures heating of dishes in seconds 
while variable power output ensures the most 
delicate of dishes are heated to perfection. 
The MWA1800 features dual magnetron 
technology providing greater reliability and 
longer magnetron life. All backed by Anvils 
Nationwide 2 Year Parts & Labour Warranty.

Features
•  High Power 1800watt output
• Stackable (2 ovens)
•  Dual Magnetron Technology, top & bottom feed  

for faster and more even heating
• Removeable Air Filter
•  Self Diagnostic programming
•  Twin Motorised Stirrer Fans for even heating
•	 	Efficient	LED	interior	lighting
•  Easy Clean Removeable Wave Guide Cover

Specifications
Power Output:  ................1800watts (IEC705)
Capacity:  ...........................18 Litres
Internal Dimensions:  .....330w x 310d x 175h
External Dimensions:  ....420w x 563d (includes handle) x 340h
Power Supply Required: 15amp single phase (230-240V/50Hz)
Power Consumption:  .....3000watts
Input Current:  .................13amps
Weight:  ..............................31.6kg
Warranty:  .........................2 Years Parts & Labour

1

1800 W

5

SPECIFICATIONS

WARNING:  This appliance must be earthed.

IMPORTANT

The wires in this mains lead fitted to this appliance are coloured in accordance with the following code. 
Green-and-yellow : Earth
Blue              : Neutral
Brown            : Live

As the colours of the wires in the mains lead of this appliance may not correspond with the coloured 
markings identifying the terminals in your plug, proceed as follows: the wire which is coloured green-and-
yellow must be connected to the terminal in the plug which is marked with the letter 'E', the earth symbol or 
coloured green-and-yellow. The wire which is coloured blue must be connected to the terminal which is 
marked with the letter ʻNʼ or coloured black.
The wire which is coloured brown must be connected to the terminal which is marked with the letter 'L' or 
coloured red.

POWER SUPPLY 230V~240V, 50Hz

MICROWAVE

POWER CONSUMPTION 3000 W

OUTPUT POWER

CURRENT INPUT 13 amps

OUTSIDE DIMENSIONS (W x H x D) 420mm x 563mm (includes handle) x 340mm

CAVITY DIMENSIONS (W x H x D) 330mm x 310mm x 175mm

NET WEIGHT APPROX. 29.3 Kg

POWER POINT REQUIRED 15amp, Single Phase

* Specifications are subject to change without notice.
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FREQUENCY 2450 MHZ

Precautions To Avoid Possible Exposure to  
Excessive Microwave Energy
1.  DO NOT ATTEMPT TO OPERATE THIS OVEN WITH THE DOOR OPEN. It is important 

that the safety interlocks are not tampered with or modified as this may result in harmful 
exposure to microwave energy.

2.  Do not place any object between the inside of the oven door and the front facia of 
the cavity opening that may prevent the door from closing properly. Do not allow food, 
grease or spills to accumulate in this area as this may also prevent the oven door from 
closing correctly.

3.  Should any part of the oven door, door seals, hinges or latches be damaged the oven 
must not be operated until it has been repaired by a recommended qualified agent.

4.  It is hazardous for anyone that is not a qualified service agent to carry out any service 
work on this oven. Please contact the oven supplier for your nearest qualified agent.

5.  Please read user instructions prior to using this oven and ensure all users are trained in 
the safe operation of the oven.
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Up to 100 Preset Programs Variable Power Output (10-100%)  

Defrost Programming Double & Triple Quantity Programming

➀  Full Stainless Steel Interior & Exterior
➁  Easy Clean Ceramic Base
➂  Grab & Go Handle
➃  Glass lined Inner Door Screen
➄  Dual Interlock Door Safety Switching
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